
INBOARD 

MARINE ENGINE 

3DHPE 
Models: 

3DHPE 27D - 3DHPE 25D 

3DHPE225-3DHPE18D

FNM® 30HPE engine is based on the tested FPT 3 L T 4-cylinder Common Rail engine. 
This inboard marine engine uses a common-rail fuel injection svstem controlled by an ECU especially made far it. 
The result is a high power-to-displacement ratio unit. 

Dimensions I FNM 3DHPE with TM485A gearbax------

380 
1'3" 

790 
2'7" 
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1'4" 

Technical data 

Engine model 

MaxPower 

MaxTorque 

Number of cylinders 

Displacement (I) - (cc) 

30 HPE 270 30 HPE 250 30 HPE 225 30 HPE 180 

198,5 kW 184kW 
270 HP 250 HP 

4100 rpm 4100 rpm 

560 Nm 553 Nm 
2600 rpm 2600 rpm 

165kW 
225 HP 

4100 rpm 

520 Nm 
2300 rpm 

4 in Une 

3 - 2.988 

132kW 
180 HP 

3800 rpm 

N.D. 

Bore and Stroke (mm) - (in) [95,8xl□4) - (3.77x4,09) 

Dry weight (kg) 

Cooling 

Combustion 

lnduction 

Emission compliance 

Gears 

--- 8 CM□ 5.p.a. 

330 

Water 

Direct lnjection Common Rail 

Turbocharged and itercooled 

Directive 2013/53/UE 

Technical data according to 1508665. Fuel complies EN590. Merchant fuel may differ in specification and may 
influence engine power output and consumption. Production tolerance within 5% (of power). Not all models, 
standard equipment and accessories are available in all countries. All specifications are subject to change 
without notice. 

ANGLED GEARBOXES 

• TMBB0A (10°): R. 1.53:1. 2,08:1. 2,60:1

• TM485A (8°): R. 1.51:1. 2,09:1. 2.4:1

V-LINE GEARBOXES

• ZF68-IV (12°): R. 1,29:1. 1.56:1. 1.75:1, 

1,99:1 2,48:1 

IN-LINE AND COAXIAL GEARBOXES 

• ZF68 (in line): R. 1.26:1. 1.51:1. 1.75:1. 1.93:1.

2,48:1. 2.78:1






